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㥓憾PLC䅫㊮⬌塊可⢽㭬80憾䔨�, 共計可控㰆320憾䔨��
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㿤㿤多多可可控控㰆㰆320憾憾䔨䔨��
㥓憾㳋⸃件可⢽㭬10憾控㰆⸃件(20憾䔨�), 㥓⛂㭗腦䑰㿒⬈ⴽ可❬㉽控㰆320憾䔨��

�PLC㛴䑎⣛㒪㫂⻋㛴

▶ TLC880㫂⽷⦍㴉, ⾌㛴㫂控㰆⽷⦍
㧣❫㪟㱏㛽PLC㫂㛴䑎⣛㒪
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▶ 125䑒㿁/20憾䔨�
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TLC880䅹䅹ㆦㆦ功功能能

Sub Unit

Stopper

DIN Rail

Mother block

▶㰍供16㰼控㰆⽷⦍, 可㳎多㱜㊇䎞䒆㮓⾱控㰆

㶆㶃16憾㱏㪟袴

▶䅫過㧣❫㱂㭡控㰆㇁䀋⠹, 䓶ⵋ係䅪㫂格⾂ぷ䒆㍆㫕ぷ

㶆㶃㭡㭗⬌㊎

㭬納㛴䑎㛙求
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㧣❫檢⻡TLC880㫂つ䂝⾖䅒䆋鉤㟡⬹⦸⾌

㰍供㧣㌬㶾鉤㓙件

可⻋㛴㛽ヶ㟡控㰆㇁䀋(㿤多320憾䔨�)－ざ䍱

㶆㶃加㓦器鉤⦕警ⵍ(50A�100A)

❬㉽⛑⾪多憾警ⵍ㉽, 䅫過㒻㶞䅫㊮, 㭛鉤㘘
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㶆㶃⬹㿒⛑㫂憾ⴶRUN/STOP
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可ざ㏽⾗㢗㫂⦍据㷂䍯䅫㊮

ヶ㟡⦍据均可㤎㱖PLCⴲ�㟁TLC880
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Quality Parts

CT Sensor (50A) CT Sensor (100A)

MP0310AF MP0310AH MP0310AJ MP0310AG

Cable

TLC880M                          

Communication Interface (COM1 & COM2)

Communication Interface (COM3)

DO & DI Option

DO Type Option

RS-422A
RS-485
RS-232C
RS-485
Dependent Common DO 4 Points & DI 4 Points
Dependent 2 Common DO 8 Points 
Dependent 2 Common DI 8 Points 
Relay
Open Collector

3
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TLC880C   (控㰆⸃件)

Control Method

Sampling Time

Input Type & Range

Output Type & Control

HBA Option

Alarm Type

1 Input Normal Control
2 Input Normal Control
Heat/Cool Control
Cascade Normal Control
Cascade Heat/Cool Control
100 msec/1 Input
250 msec/1 Input
Input 1
Input 2
Output 
Type 1 
Output 
Control 1
Output 
Type 2
Output 
Control 2
HBA 1
HBA 2
Alarm 1
Alarm 2

See Alarm Type Table (21 types)

S : SSR (0~12 V DC)
C : SCR (4~20 mA DC)
R : Relay
1 : 0~20 mA DC
2 : 0~5 V DC
3 : 1~5 V DC
4 : 0~10 V DC
5 : 0~100 mV DC

Output Type - Control Action - 

A : ON/OFF Control (REV)
C : ON/OFF Control (FWD)
R : PID Control(REV)
F : PID Control(FWD)

1
2

1
2
H
C
D

See Input Range and Code Table (TC, RTD, DCV)

B : HBA (100A)N : No Function
A : HBA (50A)

HBA

▶ External Dimensions

▶ Model and Suffix Code

▶ Application Products

TLC880M TLC880C

(㳋⸃件)




